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Toilet Facilities/Onsite Sewage Disposal
Complete this section if the proposed project involves the installation of toilet facilities with or without an onsite
sewage disposal system (e.g., septic and leach field). Refer to EQPB Regulations Chapter 2401-13 for

requirements governing the installation of toilet facilities and onsite sewage disposal systems.

1. Indicate the availability of public sewer service in the area of the proposed project (check ONLY one)

Public Sewer System Availability

[ 1| Public sewer system within 200 feet horizontal, 20 feet vertical distance from project site
(Use of TYPE | toilet system is REQUIRED, see below)

[ ]| Public sewer system NOT within 200 feet horizontal, 20 feet vertical distance from project site

2. Check each type of toilet facility that will be implemented in the proposed project, both during
construction and during operation of the completed facility.

TYPE | Toilets that are flushed with water and connected to a public sewer system

Submit plans and details for the sewer connection

Toilets that are flushed with water and connected to a septic tank and leach field or

TYPE Il o
other type of onsite disposal system

Submit the following:

e Design and calculations for the onsite sewage disposal system performed by a registered
Professional Engineer (PE) or licenses specialty contractor.

[]]® Percolation rate and water table test results. Tests must be performed by a registered Professional
Engineer (PE) or a certified contractor. One test must be performed for each onsite disposal system
location (i.e., location of leach field), unless more than one soil is present at the location, in which
case one test must be performed for each soil type at each location. See next page for percolation
rate test form.

e Plans for septic tank and onsite sewage disposal system including construction details

TYPE Il Benjos (also known as privy, trench latrine or outhouse)

Submit sketch showing dimensions of benjo(s) and pit(s)

TYPE IV Self-contained portable toilets

Submit the manufacturer’s information on system characteristics and operational procedures

TYPEV Composting toilet

Submit design calculations and plans and manufacturer’s information if unit is prefabricated
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Percolation Rate Tests

This form must be completed and signed by a contractor or Professional Engineer (PE) if Type Il toilet system is
being proposed OR the application will be considered incomplete.

Leach Field/ Leaching Trenches

For TYPE Il systems (septic tank and leach field) | ... ® ....................... @’)
1. Perform two (2) tests for leach fields up to 1000 sq. ft. ’

2. Perform three (3) tests for leach fields up to 1500 sq. ft. ,;({

3. Perform four (4) tests for leach fields up to 2000 sq. ft.

(Refer to diagram for locations) Septic Tank

Consult with EQPB staff for leach field areas ABOVE 2,000 sq. ft.

Testing Procedures

1. Digahole measuring 12” wide by 24” deep by a minimum of 18” long. A sample T
of the soil from the bottom of the hole must be submitted to the EQPB with the Sediife with batter board
completed and signed application.

2. Scrape the sides and bottom of the hole to ensure that all inside surfaces are
rough and place 2” of gravel or coarse sand covering the bottom of the hole.

3. Fill the hole half full with clean water and wait a minimum of 4 hours. If the
water disappears, refill to half full as necessary.

4. Place a 30” long measuring stick with a 1” demarcations along the entire length
vertically into the hole and secure with a batter board so that the stick is stable.
The stick should be placed so that the ‘0 inch’ end is at the bottom and the ‘30
inch’ end is at the top.

5. Put additional water into the hole until it is half full again. N 4

Record the water level as ‘Initial reading’.

7. Using a stopwatch, record the water level at 30-minute intervals on the table
below for at least 4 hours or until the water disappears, whichever comes first.

8. To calculate the percolation rate, subtract the last reading from the second to the last reading and multiply by 2 to
give inches per hour.

9. Refill the hole with soil, sign the form and date it to certify its validity.

2 inch layer of gravel
or coarse sand

o

" . 1hr 2 hrs 3 hrs Per Rate
Test # Initial 30 min 1hr 30 min 2 hrs 30 min 3 hrs 30 min 4 hrs iy

1
2
3
4

Final Soil Percolation Rate

Soil Absorption Factor

NOTE: Falsification of these results is a violation of EQPB Regulations that result in civil penalties)

Name (Print) Signature
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